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DIMENSIONES Y CAPACIDAD BOBINAS  

 

 
 
 
 

                                                                                                                           
 
 
 
 
 
 
 
 
 
                                                          
 
 
 
 
 
 
 
 
 
 
                                                

 
1 El peso de la bobina puede variar hasta un 30%. 

DIMENSION BOBINAS 

TIPO D N A U AC T B Peso 1 

FM-60 630 410 275 250 82 100 24 7 Kg 

FM-80N 800 400 377 353 82 150 50 10 Kg 

FM-80 800 400 485 460 82 150 50 11 Kg 

R-100 1000 500 705 610 82 160 50 51 Kg 

R-120 1250 600 805 710 82 160 63 75 Kg 

R-140 1400 700 920 810 82 160 63 130 Kg 

R-160 1600 900 1100 980 82 160 63 200 Kg 

R-180 1800 1120 1100 960 125 160 50 240 Kg 

R-200 2000 1150 1100 960 125 160 50 300 Kg 

CAPACIDAD BOBINAS 

Diámetro (mm)  FM60 FM-80N FM80 R-100 R-120 R-140 R-160 R-180 R-200 

3 4000 --- --- --- --- --- --- --- --- 

4 2260 5500 --- --- --- --- --- --- --- 

5 1500 4000 5300 --- --- --- --- --- --- 

6 980 3000 3700 --- --- --- --- --- --- 

7 730 2200 2700 5500 --- --- --- --- --- 

8 550 1600 2000 4300 --- --- --- --- --- 

9 440 1350 1600 3350 5700 --- --- --- --- 

10 --- 1100 1370 2800 4500 --- --- --- --- 

11 --- 850 1000 2300 3750 6300 --- --- --- 

12 --- 700 900 1800 3100 5400 --- --- --- 

13 --- 550 770 1600 2700 4600 6700 --- --- 

14 --- 500 650 1400 2200 3850 5700 6200 --- 

15 --- --- 620 1200 2000 3500 5100 5600 6800 

16 --- --- 525 1050 1750 2900 4250 5000 6100 

17 --- --- --- 900 1500 2600 3800 4400 5450 

18 --- --- --- 850 1450 2300 3350 3900 4800 

19 --- --- --- 750 1250 2000 3000 3450 5100 

20 --- --- --- 710 1100 1950 2800 3100 3950 


